
Durham Research Online

Deposited in DRO:

12 April 2018

Version of attached �le:

Accepted Version

Peer-review status of attached �le:

Peer-reviewed

Citation for published item:

Basden, A.G. and Brown, A.M. and Chadwick, P.M. and Clark, P. and Massey, R. (2018) 'Arti�cial guide
stars for adaptive optics using unmanned aerial vehicles.', Monthly notices of the Royal Astronomical Society.,
477 (2). pp. 2209-2219.

Further information on publisher's website:

https://doi.org/10.1093/mnras/sty790

Publisher's copyright statement:

c© The Author(s) 2018. Published by Oxford University Press on behalf of The Royal Astronomical Society. This is an
Open Access article distributed under the terms of the Creative Commons Attribution License
(http://creativecommons.org/licenses/by/4.0/), which permits unrestricted reuse, distribution, and reproduction in any
medium, provided the original work is properly cited.

Additional information:

Use policy

The full-text may be used and/or reproduced, and given to third parties in any format or medium, without prior permission or charge, for
personal research or study, educational, or not-for-pro�t purposes provided that:

• a full bibliographic reference is made to the original source

• a link is made to the metadata record in DRO

• the full-text is not changed in any way

The full-text must not be sold in any format or medium without the formal permission of the copyright holders.

Please consult the full DRO policy for further details.

Durham University Library, Stockton Road, Durham DH1 3LY, United Kingdom
Tel : +44 (0)191 334 3042 | Fax : +44 (0)191 334 2971

https://dro.dur.ac.uk

https://www.dur.ac.uk
https://doi.org/10.1093/mnras/sty790
http://dro.dur.ac.uk/24533/
https://dro.dur.ac.uk/policies/usepolicy.pdf
https://dro.dur.ac.uk


ar
X

iv
:1

80
3.

08
94

5v
1 

 [
as

tr
o-

ph
.I

M
] 

 2
3 

M
ar

 2
01

8

Mon. Not. R. Astron. Soc. 000, 000–000 (0000) Printed 28 March 2018 (MN LATEX style file v2.2)

Artificial guide stars for adaptive optics using unmanned

aerial vehicles

A. G. Basden1⋆, Anthony M. Brown1, P. M. Chadwick1, P. Clark1 and R. Massey1
1Centre for Advanced Instrumentation, Department of Physics, South Road, Durham, DH1 3LE, UK

28 March 2018

ABSTRACT

Astronomical adaptive optics systems are used to increase effective telescope resolu-
tion. However, they cannot be used to observe the whole sky since one or more natural
guide stars of sufficient brightness must be found within the telescope field of view
for the AO system to work. Even when laser guide stars are used, natural guide stars
are still required to provide a constant position reference. Here, we introduce a tech-
nique to overcome this problem by using rotary unmanned aerial vehicles (UAVs) as a
platform from which to produce artificial guide stars. We describe the concept, which
relies on the UAV being able to measure its precise relative position. We investigate
the adaptive optics performance improvements that can be achieved, which in the
cases presented here can improve the Strehl ratio by a factor of at least 2 for a 8 m
class telescope. We also discuss improvements to this technique, which is relevant to
both astronomical and solar adaptive optics systems.

Key words: Instrumentation: adaptive optics, Instrumentation: miscellaneous, As-
tronomical instrumentation, methods, and techniques

1 INTRODUCTION

Unmanned aerial vehicle (UAV) technology has been de-
veloping rapidly in recent years, particularly for rotary ve-
hicles (e.g. quadcopters, hexacopters and octocopters). In
particular, this has been driven by advances in battery per-
formance, carbon fibre technology, and microcontroller ad-
vances. These advances are likely to continue in the foresee-
able future, and so here we consider a potential use for UAV
technology within astronomy, a field where adoption is rel-
atively new. Biondi et al. (2016) and Chang et al. (2015a)
describe UAV based systems that are suitable for calibra-
tion of telescopes. Early work by the Pierre Auger Obser-
vatory Cosmic Ray Detector took advantage of these ad-
vances to characterise the individual pixel sensitivities of
their fluorescence telescopes (Bauml 2013). In particular, an
omnidirectional light source was mounted on an octocopter
UAV, and positioned 500–1000 m above the telescopes, and
individual pixels of these fluorescence telescopes were illu-
minated. Using the same calibration payload, the sensitiv-
ity of other cosmic ray fluorescence detectors were cross-
calibrated (Matthews 2013; Hayashi et al. 2015). Building
on this work, the feasibility of using UAVs to calibrate the
Cherenkov Telescope Array has also been investigated, in-
cluding detailed flight characterisation of the UAVs to quan-
tify their contribution to the overall systematic uncertainty

⋆ E-mail: a.g.basden@durham.ac.uk (AGB)

of the technique (Brown 2018; Brown et al. 2016). Other
examples of using UAVs to calibrate telescope instrumenta-
tion include the characterisation of the far-field beam map of
three CROME microwave reflector antennas (Werner 2013)
and the characterisation of the far-field beam map of a single
radio dish (Chang et al. 2015b). Fixed wing UAVs have also
been proposed as a method of returning astronomical data
from a long duration super-pressure balloon airborne tele-
scope, SuperBIT (Romualdez et al. 2016). Here, we explore
the potential that this UAV technology has for the field of
adaptive optics (AO), including both solar AO and astro-
nomical AO, using UAVs to provide artificial guide stars.

The sky coverage of astronomical AO systems (Babcock
1953) is limited by the availability of guide stars with suffi-
cient flux close to the astronomical source of interest, even
for wide field-of-view Extremely Large Telescope (ELT) in-
struments (Basden et al. 2014). Even laser guide star (LGS)
AO systems (Foy & Labeyrie 1985) suffer from this since at
least one natural guide star (NGS) is required to compen-
sate for the LGS position uncertainty; the true position of
the LGS is unknown due to atmospheric turbulence encoun-
tered during upward propagation of the laser beam.

For solar AO systems, high spatial resolution observa-
tion of the solar limb is difficult, since there are no guide
star references with sufficient brightness to be used with a
conventional wavefront sensor (Taylor et al. 2015).

Here we present a solution to these problems by intro-
ducing a new form of artificial guide star (AGS). For astro-
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Figure 1. A figure showing the UAV artificial guide star concept:
a UAV platform is used to provide support for a light source, low
latency communications, and instrumentation with which precise
position knowledge can be computed (on the ground). The UAV
is observed using a tip-tilt sensor at the telescope, and the raw
instrumentation data is sent via a low latency communication link
to a ground station. This information is combined with the tip-
tilt signal so that actual atmospheric tip-tilt can be computed.
Acronym GNSS expands to Global Navigation Satellite System,
and RTK expands to Real-Time Kinematic.

nomical AO systems, this AGS will provide an absolute posi-
tion (tip-tilt) signal for a LGS AO system, thereby negating
the requirement for NGSs entirely. For solar AO systems,
this AGS will provide a high order wavefront sensor target,
though without providing low order tip-tilt information. Our
proposed techniques use an artificial light source mounted
on a UAV platform, as shown schematically in Fig. 1. There
are two considerations that are key to this concept. Firstly,
the relative position stability of the UAV platform must be
sufficient to enable the light source to be maintained within
the field of view of a ground-based wavefront sensor (WFS).
Secondly, for the astronomical case, the precise relative po-
sition of the light source must be known instantaneously,
by some means other than optical measurement from the
ground.

The concept that we are proposing will become increas-
ingly feasible as UAV performance increases. Therefore we
are attempting to outline a potential future technology for
AO, rather than being restricted by currently available UAV
models. For example, recent developments with hydrogen
fuel cells has led to bespoke UAVs with significantly in-
creased flight times and maximum altitudes.

1.1 Tip-tilt correction for astronomical AO

The concept that we introduce here sees the UAV hover-
ing at a significant altitude (e.g. 1 km or more) above a
ground-based telescope, situated along its current line of
sight, tracking the telescope motion. The necessary informa-
tion to compute the precise relative instantaneous position
of the UAV (accelerometer, Real-time Kinematic (RTK) and
gyroscope measurements) will be relayed to the ground using
a low latency wireless communication link, and the relative
position of a light source mounted on the UAV as seen by
the telescope will be measured by either a tip-tilt wavefront
sensor, e.g. a single sub-aperture Shack-Hartmann WFS (for
the astronomical case), or a high order wavefront sensor (for
the solar case, and possibly the astronomical case). By com-
bining this optical position measurement with the UAV de-
rived instantaneous position estimation, the incident wave-
front tilt can be estimated and hence corrected using an
active mirror component, for example a deformable mirror
(DM).

At good observatory sites typical astronomical seeing is
around 0.7 arcseconds. Any tip-tilt correction must lead to
an improvement over natural seeing. In this paper, we con-
sider a goal of 0.1 arcsecond precision in tip-tilt correction as
a baseline, though we note that this is not an intrinsic lim-
itation of the method described here, but one which would
give a definite image quality improvement. For an object (i.e.
the UAV) placed at 1 km from a telescope, a 0.1 arcsecond
resolution corresponds to a lateral displacement of about
0.5 mm. At least 1 km altitude is necessary for the UAV in
order for it to be (a) in the telescope’s far-field limit and (b)
above most of the atmospheric turbulence. Our baseline per-
formance therefore requires a relative instantaneous lateral
position knowledge of better than 1 mm for a UAV at greater
than 1 km distance. We note that as UAV height increases,
a less stringent position knowledge is required to meet the
same angular accuracy, or alternatively, better tip-tilt esti-
mation can be obtained. In §2.1, we discuss how instanta-
neous relative UAV positional information can be obtained.
We note that the far-field approximation may not be valid
if the UAV it stationed close to turbulent layers, and we
investigate different propagation models in §3.2.4. However,
to avoid this problem, the UAV can be operated at heights
that do not correspond to turbulent layers.

Depending on UAV flight stability, it may not be pos-
sible to maintain the UAV source position within the WFS
field of view. In this case, an array of light sources can be
used to ensure that at least one is within the WFS field of
view (typically 2–10 arcseconds), with the source closest to
the centre of the field then being identified and used by the
AO system. These sources can be tracked in the AO sys-
tem software so that which source is currently within the
field of view is known, and when switching between sources
(i.e. when the UAV position has changed significantly), the
relevant slope offset corresponding to the known change in
source position can be subtracted from the wavefront slope
measurement. It should be noted that operation of an AGS
at low altitudes will mean that only low level turbulence
tip-tilt can be measured. We discuss this in section §2.3. A
key feature of a UAV AGS is the ability to rapidly reach the
desired sky position. For current UAV technology a 1 km al-
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titude can be reached in 2–5 minutes, depending on payload,
telescope zenith angle and UAV model.

1.2 Wavefront measurement for solar AO

For solar limb studies using solar AO systems, a high or-
der wavefront sensor reference is required. The UAV will
therefore track the solar motion at a distance from the tele-
scope of at least 1 km, maintaining a position along the
line of sight to the solar limb. For morning or evening ob-
servations, when the sun is low in the sky, this distance
could be significantly larger, with the UAV launched some
distance from the telescope. We note, of course, that this
would not be an attractive option at solar observatories on
isolated mountain tops (e.g. Hawaii or La Palma), since a
UAV launched far from the observatory would then have to
climb a significant height just to reach the observatory al-
titude. As long as the UAV source position is maintained
within the wavefront sensor field of view, and within an iso-
planatic patch size (typically 1-10 arcseconds depending on
conditions and observation wavelength), the UAV position
(from which tip-tilt information is derived) is unimportant,
since faint solar structures can be used to obtain the tip-
tilt signal, using the whole telescope aperture. Instead, high
order wavefront information will be obtained, and used to
reconstruct the high order wavefront. The tip-tilt (position)
information from the UAV will be discarded, being instead
retrieved from a global image of the limb structure. Addi-
tionally, in the case where science image acquisition is fast
enough (as can sometimes be the case for solar AO), lucky
imaging techniques (Law et al. 2006; Basden 2014b) can be
used to shift the images thereby removing the tip-tilt errors.

The wavefront sensor will view a light source on the
UAV and this information will be used to reconstruct the in-
cident wavefront. The tip-tilt information will be discarded.
We note that this is contrary to the astronomical case, where
only the low order information is required. Hence, the solar
implementation will be technologically less demanding, since
precise position knowledge is not necessary. Fig. 2 demon-
strates this concept, and it should be noted that when lower
in the sky, the UAV can be launched further from the tele-
scope, thus reducing focal anisoplanatism, assuming some
constant maximum altitude can be reached by the UAV. Al-
though the sun is bright, a narrow bandwidth light source
can be used so that the UAV signal is above that of the solar
background.

1.3 Overview of current rotary UAV technology

In recent years, the popularity of rotary UAV technology
(which we hereafter refer to as simply UAV technology since
fixed wing systems are not appropriate for this application)
has grown rapidly, driven by the consumer market, in par-
ticular the photographic and cinematics industries. Many
commercial applications have also become feasible, includ-
ing within agriculture, the film industry, search and rescue,
sports, and infrastructure inspection. This has led to rapid
improvements in UAV technology and capability.

Table 1 provides a performance summary for a number
of current commercially available systems. With some ex-
ceptions, flight time is typically limited to 40 minutes, and

Figure 2. A figure showing the solar UAV technique. The UAV
tracks the solar motion as seen by the telescope, and the light
source is viewed by a wavefront sensor at the telescope, allowing
high order wavefront information to be retrieved. The distance to
the UAV can be greater when the sun is lower in the sky, due to
the reduced altitude that the UAV has to reach. (a) shows the
case when the sun is low, with the UAV launched far (e.g. several
km) from the telescope. (b) shows the case when the sun is higher
in the sky, with the UAV launched from close to the telescope.

payloads of up to 10 kg. We note that in these cases, flight
time relates to that achievable by a UAV equipped with
standard equipment (battery capacity, propeller type), and
therefore should be seen as a minimum achievable. Advances
in battery technology means that flight times are likely to
extend to one hour for high-end systems within the next
few years. The use of hydrogen fuel cells has been shown to
extend flight times beyond two hours, and commercial op-
tions are becoming more readily available. It should also be
noted that UAVs have flown at Mount Everest base camp,
at an altitude of about 5,300 m, showing that the thinner
atmosphere at these heights does not preclude UAV flight.
Optimisation of propeller designs can also further improve
performance at higher altitudes.

We present techniques to obtain instantaneous relative
UAV position and some conceptual designs for these AGS
systems in §2, along with preliminary investigations that
we have performed in §3, including Monte-Carlo AO system
modelling. Our conclusions are formed in §4.

2 ARTIFICIAL GUIDE STARS USING A UAV

PLATFORM

The concept that we describe here has several key require-
ments. The UAV would be required to maintain its position
for the duration of a science observation, or the ability to
pause science integration while UAVs are changed. The UAV
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Model Type Payload Flight time

Yuneec Tornado Hexa 2 kg 24 min
DJI Matrice 600 Hexa 6 kg 38 min
DJI Agras Hexa 10 kg 24 min
DJI S1000 Octo 5 kg 15 min
Multirotor Eagle Octo 2.5 kg 20 min
Multirotor Skycrane Octo 6.5 kg 12 min
Firefly Hexa 6.8 kg 15 min
Quarternium Hybrix 2 Quad 2kg 120 min
(petrol)
HyDrone 1550 Hexa 5kg 150 min
(hydrogen fuel cell)

Table 1. A performance summary for a number of commercial
UAV systems. Flight times are when hovering, and would not in-
clude ascent and descent times. Current UAVs can ascend to 1 km
in 2–5 minutes, depending on payload and model, while descent
times are usually slightly longer due to downdraught effects, i.e.
the UAV descending into the turbulence that it has created.

must be able to maintain a knowledge of its relative lateral
position to high precision (of order 1 mm). Its altitude must
also be known, though with a somewhat relaxed precision,
such that measurement from the ground is sufficient. The
UAV must be able to follow a pre-programmed flight path,
and accept minor adjustments to position while in flight.
The UAV must also carry a payload with light sources, po-
sition sensors, and a low latency communication link to the
ground station, with sufficient bandwidth to transfer sensor
information (MBit/s) with a latency of 1 ms or lower (below
the atmospheric coherence time).

In this section, we discuss requirements and identify
techniques that can be used to improve AO capability using
the AGS concept.

2.1 UAV-determined position

There are a number of techniques that have the potential
to determine UAV instantaneous relative position with the
required accuracy. For improved accuracy these techniques
could be used in combination. Lateral position is key for
this application, however most of these techniques will also
be able to determine vertical position with greater precision
than is required.

2.1.1 Real-time kinematics

The use of RTK information (Gurusinghe et al. 2002) is a
standard approach by which position relative to a base sta-
tion can be measured with typical accuracy of order one
centimetre, though accuracy decreases with distance from
the base station. The RTK technique works by using the
phase of global navigation satellite systems (GNSS) carrier
signals and the base-station link, rather than just the con-
tent of these signals. Although this precision is not sufficient
to meet the requirements here (approximately 1 mm), future
improvements are possible, and it can serve as a baseline
measurement since it provides position relative to a fixed
ground station.

2.1.2 Accelerometer and gyroscope measurements

Accelerometer measurements can be integrated (twice) to
obtain position information (given an initial starting posi-
tion and velocity). By using a 3-axis accelerometer com-
bined with gyroscopic measurements (to ensure that the
correct Cartesian reference frame is used during integra-
tion, and to aid gravity subtraction), a 3-d position vector
can be obtained (relative to an initial position). Unfortu-
nately, these measurements will contain noise, which when
integrated will lead to large position errors rapidly building
up, as discussed in §3.1. We therefore propose a solution
by which the short-time-period position is obtained using
accelerometer and gyroscope measurements, while the long-
time-period position is obtained using some other absolute
position technique, for example RTK measurements. These
measurements can be combined in an optimal way using a
Kalman filter (Kalman 1960; Crassidis 2006). This is very
similar to the SuperBIT telescope pointing system described
by Romualdez et al. (2016), where guide star measurements
are read out slowly and high frequency gyroscopic data are
integrated in between. However, in this case, a Kalman filter
is not explicitly used.

The Kalman filter is designed to combine information
in the presence of uncertainty, namely the errors associated
with accelerometer and RTK sensor information. The un-
certainties in absolute position (from the RTK sensor) will
be relatively large (of order 1 cm), while accelerometer un-
certainty will be much smaller. Fortunately, this concept
does not rely on an absolute position, but rather, a position
measurement relative to some starting point. Combining the
change in position derived from accelerometer measurements
(which update rapidly within millisecond timescales) with
the direct measurements from the RTK (updating at a few
Hz) using a Kalman filter will therefore provide a far more
accurate relative position knowledge than using only one of
these sensors alone.

2.1.3 Ground base stations

An alternative technique to estimate relative instantaneous
UAV position is the use of multiple ground base stations to
receive a microwave pulse or amplitude modulated continu-
ous coherent signal from the UAV. The pulse time of arrival,
or phase of a continuous signal at these receiver stations can
then be used to triangulate the UAV position, relative to a
calibrated intial location. Atmospheric effects will lead to
uncertainty in these measurements. However, given a suffi-
cient number of receivers, and by operating the UAV at a
height away from significant turbulence, we anticipate that
these uncertainties can be largely mitigated, leading to a
sufficiently accurate position estimation. Fig. 3 illustrates
this technique.

The microwave pulse can be produced using a
Rapid Automatic Cascode Exchange (RACE) generator
(Libove et al. 2008), giving a well defined pulse shape and
time. Femto-second level timing accuracy will be required to
measure pulse arrival times with 1 mm positional accuracy.

Since the complexity of these triangulation approaches
is high, requiring multiple ground stations and high precision
timing, it will not be cost effective compared with the on-
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Figure 3. A figure demonstrating the use of multiple ground
base stations to triangulate relative UAV position, using time of
arrival measurements of a pulse emitted by the UAV. The phase
of a continuous signal could also be used. In this figure, the grey
arrows represent the microwave pulses, while the yellow beam is
the AGS signal. Microwave receiver telescopes are spread over a
large area to improve triangulation accuracy.

board sensor approach outlined previously. We therefore do
not consider it further here.

2.1.4 Optical measurements

We note here that the use of direct optical measurements
to determine UAV position, e.g. processing of images of the
ground taken by the UAV, does not provide a position es-
timation with sufficient accuracy since these measurements
will be affected by the atmospheric turbulence that is to
be corrected. However, rotational information can be ob-
tained by direct optical measurement, supplementing gyro-
scopic measurements. A camera on-board the UAV, facing
the ground (or at night time, the sky), can be used to esti-
mate the instantaneous pitch, roll and yaw of the UAV, by
correlating image frames with a reference.

By combining the use of RTK, accelerometer and gy-
roscope information with imaging, and triangulation using
multiple ground base stations, improved position estimates
can be obtained. However, for simplicity, we do not consider
this further here, rather concentrating on the accelerometer
based approach.

2.2 Multiple guide stars for tomographic tip-tilt

determination

The AGS technique described here does not allow the full
volume of atmospheric turbulence to be probed, since the
UAV is not at an infinite distance from the telescope, as
shown in Fig. 4. This therefore results an a rather extreme
“cone effect”, or focal anisoplanatism (Tallon & Foy 1990).
This is less pronounced in the solar AO case when observing
at low zenith angles (morning or evening) since the UAV can
be further from the telescope, i.e. it can be launched from a
more suitable location (Fig. 2).

A partial solution to this focal anisoplanatism is

Figure 4. (a) Showing focal anisoplanatism due to the finite
altitude of the UAV AGS light source. (b) Mitigation of focal
anisoplanatism using multiple AGS, which allow a larger volume
of turbulence to be sampled. Only turbulence within the green
area will be measured by the wavefront sensor.

to use multiple AGS and compute a tomographic wave-
front reconstruction of the turbulence (Ellerbroek 2004;
Ellerbroek & Rigaut 2000; Rigaut 2002; Beckers 2002;
Tokovinin et al. 2001; Ragazzoni et al. 1999; Morris et al.
2013). This will allow the identification of turbulent wave-
fronts as a function of height across a wider field of view,
and therefore projection along the telescope line of sight to
obtain the integrated wavefront in this direction. The tip-
tilt information can be obtained with greater accuracy, and
in particular, the tip-tilt signal introduced by the strong at-
mospheric ground layer can be isolated.

For solar AO, where high order wavefront sensor infor-
mation is required, the use of multiple AGS will yield im-
proved AO performance, due to the reduction in focal aniso-
planatism, and in particular, improved determination of
wavefront perturbations introduced by the typically strong
ground layer.

2.3 Turbulence above the UAV

Since the AGS is at a finite altitude within the Earth’s atmo-
sphere, there will usually be atmospheric turbulence above
the UAV, which will then be unsensed by the wavefront sen-
sor. This will therefore degrade the AO system performance.
This can be somewhat mitigated by operating the UAV at
a higher altitude, though physical restrictions (limited flight
times, ability to operate in the thinner atmosphere) cur-
rently mean that the UAV cannot reach an arbitrary height.

Fortunately, at many astronomical sites, e.g. the Roque
de los Muchachos on La Palma, ground layer turbulence is
responsible for the majority of introduced wavefront phase
perturbations.

During day time observations, Townson et al. (2015)
find that the vast majority of turbulence is at the ground,
as high as 95% in some cases.

During night time observations, using the CANARY in-
strument on the William Herschel Telescope at the Roque
de los Muchachos observatory on La Palma, Martin et al.
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6 A. G. Basden et al.

(2017) find that median seeing of the ground layer (up to
1 km) is 0.59 arcsec, while the combined seeing of higher alti-
tudes is 0.21 arcsec with a standard deviation of 0.09 arcsec.

Likewise, Garćıa-Lorenzo & Fuensalida (2011a) find
that between 67-76% of turbulence during median condi-
tions is situated in the boundary layer, with more than 95%
of this below 500 m, at this site.

At the Cerro Paranal site, Masciadri et al. (2012) find
that for median conditions, the atmosphere below 1 km con-
tributes to a seeing of 0.9 arcsec, while above this introduces
about 0.45 arcsec.

At Teide observatory, Garćıa-Lorenzo & Fuensalida
(2011b) find that 60% of turbulence is within the bound-
ary layer (up to 1 km) for the average profile, increasing to
72% for the median profile, with 85% of optical turbulence
in the lower layers (below 5 km).

On Mauna Kea, Tokovinin et al. (2005) find that opti-
cal turbulence in the first 700 m above ground contribute to
typically half of the total integrated seeing.

It should also be noted that these seeing estimates gen-
erally do not include dome seeing, which can be a large con-
tribution to observed seeing at a telescope (though varies de-
pending on dome structure, site and wind direction). There-
fore, the ground layer turbulence as seen by an AO system
will usually constitute a greater fraction of overall turbu-
lence than is reported from external seeing monitors. There-
fore, significant improvement in optical quality will be pos-
sible by just correcting for these ground layers. For the as-
tronomical case, only higher layer tip-tilt would remain un-
corrected. For the solar case, higher order information above
the UAV height would remain uncorrected.

2.4 Optical leverage of turbulence close to the

UAV

If the UAV light source is located close to a turbulent layer,
then the patch of this turbulence viewed by the telescope
will be small due to focal anisoplanatism. A small tilted re-
gion of phase can therefore impart a larger shift in observed
source position (Ragazzoni et al. 1997). However, by operat-
ing the UAV at heights away from strong turbulence layers,
this effect can be largely mitigated, particularly for smaller
telescopes. Increasing the altitude of the UAV also reduces
the strength of this effect, as focal anisoplanatism is less
severe. The simulations which we present in §3 implicitly
include this effect.

2.4.1 UAV signals combined with LGS uplink tomography

It has been shown that for tomographic AO systems, some
LGS tip-tilt information can be obtained for higher layer tur-
bulence (Reeves 2015). Therefore, by combining this infor-
mation with tomographic UAV tip-tilt information (which
includes lower layer atmospheric tip-tilt information), im-
proved tip-tilt information can be retrieved, and hence AO
correction improved.

2.5 Science field obscuration

Placing a UAV within a telescope’s field of view has the po-
tential to block light and obstruct the point spread functions

of the science images. Downdraught produced by the UAV
may also introduce some wavefront perturbations. However
this can largely be mitigated by operating the UAV at an
altitude away from inversion layers, i.e. where the atmo-
sphere is at a constant temperature. In this case, although
the downdraught will be turbulent, changes in refractive in-
dex (caused by temperature changes) will largely not be
present. The typical turbulent cell size produced by a UAV,
and dynamics of these, is currently under investigation. Ad-
ditionally, if the UAV is kept downwind of the telescope, any
UAV-produced turbulence will not be seen in the science im-
age. Unlike a laser guide star, a waveband filter cannot be
used because the UAV is physically present at the guide star
location, i.e. the UAV will block some light to the science
detector, and modify the instrumental point spread function
(PSF). This will obviously have an impact on the astronom-
ical science, and therefore should be minimised for science
cases where accurate PSF shape is important.

There are several possible solutions. First is the pos-
sibility of stationing the UAV behind the telescope central
obscuration. Since the wavefront sensor for the AGS is not
focused at infinity, it will therefore see the UAV, while the
science path will not be affected. This is particularly appro-
priate for larger telescopes, where the central obscuration
is larger, as shown in Fig. 5. We note that as the telescope
field of view or UAV height increases, the area over which
the UAV can remain hidden decreases for a non-zero science
field of view.

The second possibility is to station multiple UAVs out-
side the telescope scientific field of view, and perform a
tomographic wavefront reconstruction. This introduces ad-
ditional complexity, but has the advantage that the focal
anisoplanatism can be mitigated (as discussed previously),
and performance across the field of view increased.

In both of these cases, care must be taken to ensure
that the UAV does not drift into the science field (e.g. due
to a gust of wind). It is possible that mitigation steps can be
taken, i.e. if the UAV moves too far from its expected posi-
tion, the light source could be turned off to avoid polluting
science images (though this would result in the loss of tip-
tilt information, particularly if only one UAV is in use), or a
narrow band filter could be used on the science path to block
the UAV signal (though obscuration would still occur).

Stray light from the UAV source due to multiple
Rayleigh scattering may also be present, and so it may be
desirable to have a narrow band filter present to stop this.
However, if the UAV is faint this is unlikely to be a prob-
lem: since the UAV used for a tip-tilt signal only (not higher
orders) on a large telescope aperture, a signal of 15–16 th
Magnitude may be usable, and therefore Rayleigh scattering
will be negligible.

For an 8 m telescope with a UAV at 1 km at the edge
of the on-axis science field (i.e. the cylindrical observation
beam) the UAV would appear about 13 arcmin off axis. This
is a large field of view for an astronomical AO system, and
it is highly likely that a suitable NGS could be found within
this field, particularly within the galactic plane, meaning
that sky coverage would approach 100%: the UAV would not
be necessary. However, for a UAV at 4 km, this field nar-
rows to 3.5 arcmin, and at 10 km, to 1.4 arcmin, at which
point, NGS sky coverage becomes more severely restricted,
particularly outside the galactic plane. For a 4 m telescope,
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Figure 5. A figure showing UAV locations that would not inter-
fere with science measurements, behind the central obscuration
(with the AGS light path shown in blue), or beyond the field of
view (with the AGS light path shown in green and red). Star light
is represented by the column of yellow, coming from a source at
infinity.

a 10 km UAV could be placed about 40 arcsec off-axis with-
out obscuring the on-axis science field. Therefore, the higher
the UAV can operate, the larger the gain in achievable sky
coverage, though this does not affect an on-axis UAV behind
the telescope central obscuration. Here, we have considered
only the geometrical shadow of the UAV in the optical beam,
rather than the Fresnel effect. However, if the light source
was suspended at the side of the UAV, rather than centrally
mounted, the Fresnel effect would be small.

2.6 UAV flight time limitations

Flight time of current UAVs is currently restricted to less
than one hour by limitations in battery technology. Hydro-
gen fuel cell developments have shown that flight time can
be increased to more than 2 hours. However, even though
battery and fuel cell technology is rapidly improving, short
flight times will still be the reality (compared with night-
long science observations), particularly since time required
to reach altitude and return safely must be included. This
can therefore be problematic when long astronomical science
exposures are required, and there are two possible solutions
that we have identified.

2.6.1 In-observation swapping of UAVs

The first solution is to perform in-flight swapping of UAVs,
such that a fully charged replacement is scheduled to take
the position of a UAV that needs to return for recharg-
ing. During this operation, the new UAV would manoeuvre
to the required altitude, just beyond the telescope field of
view. This operation would occur in between science inte-
grations, which are typically split into individual exposure
of not more than 30 minutes each. The AO loop would be
disengaged, and the UAVs would swap position. The new
UAV would then be acquired by the wavefront sensor and
the AO loop engaged, and once stabilised, the next science
exposure started. With full automation, this procedure could
be expected to have negligible impact on most science ob-
servations, and would be expected to result in less than one
minute of down-time.

2.6.2 In flight recharging

A second solution for limited flight time is to develop in-
flight recharging capabilities, based on wireless energy trans-
mission (Angrisani et al. 2015). This has previously been
demonstrated with a helicopter using microwave energy
transfer (Brown 1965). This would require a ground-based
high power microwave transmitter, which would send a di-
rected beam to a receiver on the UAV, where the energy
would be collected and stored. We note however that we
have not investigated the practicality of this scheme.

2.7 Autonomous operation

The UAV application proposed here would operate au-
tonomously, to remove the possibility of pilot error. A fully
automated system would enable the UAVs to depart from
the base station, manoeuvre to the correct position on-sky
ahead of telescope acquisition, and then automatically follow
the course of the position change due to telescope tracking.
Position offsets derived from the wavefront sensor signals by
the AO system can be sent to the UAV to perform a slow
guiding offload.

At the end of operation, the UAV would return to the
base station, and automatically begin recharging. Therefore
once such a system has been commissioned, minimal oper-
ator intervention would be required beyond routine mainte-
nance.

2.8 In-flight safety

2.8.1 UAV component failure risk

The largest contribution to risk associated with UAV oper-
ation comes from pilot error, which is largely mitigated by
having a fully autonomous system. However, the introduc-
tion of redundancy and fail-safe operation should also be
considered. Should a UAV component fail during operation
(e.g. a motor), it must be possible for the UAV to return
safely to the ground. For this reason, we recommend the
use of hexa and octocopters, which are able to fly and land
safely in the event of motor failure.

Communication failure is also a possibility, in which
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case, the UAV should be programmed to return automat-
ically to its launch location, based on a GNSS signal.

Battery failure should be considered, and an auxiliary
power supply included.

2.8.2 Collision risk

The risk of a collision of a UAV with the telescope should
be considered. However, since telescopes do not usually op-
erate at zenith, a failed UAV is unlikely to fall onto the
telescope, though other telescopes on-site might be affected.
The UAV would be expected to carry a parachute and a fail-
safe mechanism to stop the rotors, to lessen impact velocity
and reduce collateral damage to people, other buildings and
infrastructure (and the UAV itself).

When multiple UAVs are in operation, there is the risk
of in-flight collision. However, this will be largely mitigated
by having all flight under computer control, with algorithms
to explicitly avoid this scenario, in addition to onboard prox-
imity sensors. Collisions with other aircraft is also possible.
The airspace above some observatories is a designated no-
fly zone, and therefore these observatories could operate a
UAV without collision risk. At other observatories, aircraft
spotter systems would be required, as is already the case for
LGS systems. A mode S transponder would be carried by
all UAVs so that they are uniquely identifiable. The UAVs
would also carry proximity sensors to aid collision avoid-
ance with rogue UAV operators. If a collision with a larger
aircraft was predicted, it would be the responsibility of the
UAV to take avoidance action. Collisions with birds should
also be considered.

3 MODELLING INVESTIGATIONS

Key to the success of this UAV-aided AO technique is the
ability to derive the instantaneous relative position from ac-
celerometer measurements. Unfortunately, the double inte-
gral required to obtain the position from acceleration data
can lead to a rapid (1.5 power) build up of error. We there-
fore investigate the necessary accelerometer specification
required to meet the position knowledge accuracy. Here,
we consider only accelerometer measurements, and do not
consider the integration with absolute position estimates
(RTK), since it has previously been shown that a Kalman fil-
ter can be used to optimally combine these measurements.
Rather, we concentrate on determining the accelerometer
specifications (polling rate and uncertainty) that would be
required to meet position estimates for a given period of
time.

3.1 Accelerometer position accuracy

We have investigated the accelerometer parameters needed
to maintain a position knowledge to within a specified error
over a specified time period. In our modelling we include
a random thermal (Gaussian) noise uncertainty on the ac-
celerometer output, and also the effect of digitisation of the
accelerometer signal. For simplicity, we consider a one di-
mensional system, and include cases where the accelerome-
ter is at rest, moving with a sinusoidal motion, and under-
going constant acceleration.
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Figure 6. Accelerometer-derived position error as a function of
time for different accelerometer noise levels as given in the leg-
end, in ms−2. Solid curves are Monte-Carlo measurements, while
dotted curves show Eq. 1.

3.1.1 Accelerometer at rest or under constant acceleration

We first consider the case of an accelerometer at rest, and
input different noise levels into the accelerometer readout
process. Using a readout (sampling) rate of 100 Hz (time
period of 10 ms), we measure the accelerometer-predicted
position over 100 s. We repeat the measurements 100 times.

Fig. 6 shows how the position error grows as a func-
tion of time for different accelerometer noise levels, given
in ms−2. When the noise is low, accelerometer position re-
mains accurate to less than 1 mm for 100 seconds. How-
ever, in all cases, the position error grows faster than lin-
early. Thong et al. (2004) show that position error due to
accelerometer uncertainty grows as

ERR(t) =
1√
3

σ√
f
t
1.5 (1)

where t is the time, σ is the rms accelerometer uncertainty
and f is the sampling frequency. We find that our modelling
is in good agreement with this.

Fig. 7 shows how the sampling period affects po-
sition error. Here, we use an accelerometer uncertainty
of 0.0001 ms−2 at every sample point. Easily obtain-
able commercial accelerometers offer sampling rates above
300 Hz, with error (uncertainty) lower than 0.0001 ms−2

(Beitia et al. 2015). We can therefore see that accelerometer
measurements will be able to estimate position with the re-
quired accuracy for significant periods of time, beyond which
the 1.5 power growth in error can be constrained by RTK
measurements using a Kalman filter.

Digitisation (quantisation) of accelerometer signals will
occur when the analogue current or voltage generated by
the accelerometer is converted to a digital form. If the ac-
celerometer is stationary (or moving with no acceleration),
then it can be expected that digitisation of the signal will
actually improve performance: if digitisation is taken to the
extreme, then all measurements would be exactly zero, and
thus, the derived position would also remain zero. This is
verified in Fig. 8. However, since the purpose of an ac-
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Figure 7. Accelerometer-derived position error as a function of
time for different accelerometer sampling rates as given in the leg-
end, in ms−2. Solid curves are Monte-Carlo measurements, while
dotted curves show Eq. 1.
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Figure 8. Accelerometer-derived position error as a function of
time for different accelerometer digitisation levels as given in the
legend, in ms−2. The value of digitisation given here is the number
of times larger than the digitisation level one standard deviation
of noise is. Therefore, coarser digitisation is given by a lower num-
ber. In this case, sampling rate is 100 Hz, and accelerometer noise
is 0.0001 ms−2.

celerometer is to detect changes in motion, study of a static
accelerometer is an academic exercise only.

3.1.2 Accelerometer with sinusoidal motion

Since the UAV will not be stationary, it is important to
model an accelerometer-derived position with non-uniform
acceleration. To this end, we consider an accelerometer un-
dergoing sinusoidal motion with 10 cm amplitude and 7 s
period. This amplitude is chosen as representative (though
pessimistic) of UAV stability in conditions of light wind. Ac-
celerometers do not measure instantaneous acceleration, but
rather that integrated over a period of time. We therefore
include this in our model, using a high resolution time step
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Figure 9. Accelerometer-derived position error as a function of
time for different accelerometer digitisation levels as given in the
legend, in ms−2. The value of digitisation given here is the num-
ber of times larger than the digitisation level one standard devia-
tion of noise is. Therefore, coarser digitisation is given by a lower
number. In this case, sampling rate is 100 Hz, and accelerometer
noise is 0.0001 ms−2. The accelerometer is undergoing sinusoidal
motion with a 10 cm amplitude and 7 s period.

to generate actual position, while integrating the accelera-
tion over this period. Fig. 9 shows position error as a func-
tion of time for a 100 Hz accelerometer sampling rate, with
0.0001 ms−2 noise. Different digitisation levels are shown,
and it is clear here that coarser digitisation gives worse per-
formance. However, the accelerometer-derived relative po-
sition estimate is accurate to within 1 mm for about 40 s,
which again, is sufficient.

3.2 Monte-carlo modelling of AO performance

To investigate the AO system performance gain that a UAV
AGS can deliver, we use the Durham AO simulation plat-
form (DASP) (Basden et al. 2007). This Monte-Carlo mod-
elling software has been widely used for AO system mod-
elling (Jia & Zhang 2013; Basden et al. 2010; Bitenc et al.
2013; Basden 2014a; Morris et al. 2010; Basden et al. 2014;
Jia et al. 2015; Basden 2015), and includes an end-to-end
model of the atmosphere, telescope and AO system.

3.2.1 Model parameters

We investigate the performance of a laser tomographic AO
(LTAO) system on a 8 m telescope, using 4 LGSs. No NGSs
are used, and the LGS tip-tilt signal is assumed invalid. We
assume a sodium layer centred at 90 km with a 10 km full-
width at half-maximum (FWHM), and explore two different
LGS asterisms, with diameter of 20 arcsec and 60 arcsec (the
4 LGSs are equally spaced on a circle with this diameter).
We use 16×16 sub-apertures for each LGSWFS, and assume
the use of low noise electron multiplying CCDs (EMCCDs)
and high photon return from the sodium layer. The height
of the UAV is investigated, and we use a single sub-aperture
Shack-Hartmann sensor for measurement of the UAV tip-tilt
signal. Each WFS operates at 589 nm. The DM has 17× 17
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actuators, controlled using the LGS signals, and a separate
tip-tilt mirror is used, controlled using the UAV AGS signal.

We use a standard European Southern Observatory
(ESO) 35 layer atmospheric profile (Sarazin et al. 2013),
with a Fried’s parameter of 15.7 cm and a 30 m outer scale.
The AO system performance is measured on-axis at H-band
(1650 nm). We use an AO system update rate of 250 Hz,
and integrate for 20 s, by which time the AO corrected PSF
is well averaged. A 1.2 m telescope central obscuration is
assumed. The AO system loop gain is set to 0.5.

The UAV is modelled as a point source. We first assume
perfect position knowledge, and then also model Gaussian
uncertainty in the measured position of the UAV with rms
position uncertainties of 0.5, 1 and 2 mm. In this case, at
each simulation time-step, a Gaussian random variable is
added to the AGS tip-tilt measurements with a standard
deviation equal to the uncertainty in arcseconds (i.e. approx-
imately the arctangent of the position uncertainty divided
by UAV height). We use this position uncertainty to model
the imperfect position measurement system on the UAV.
We note that assuming a Gaussian distribution for position
uncertainty is pessimistic: this error will grow non-linearly
with time between RTK measurements, and therefore is not
well approximated by a Gaussian distribution.

3.2.2 Modelling results

Fig. 10 shows the increase in H-band Strehl as a function of
UAV altitude, along with performance without AO, perfor-
mance using only LGSs (i.e. no tip-tilt correction), and per-
formance using full LGS and NGS AO (with an on-axis NGS
tip-tilt sensor instead of a UAV, assumed to be bright, i.e.
negligible noise, with the same pixel scale as the UAV tip-tilt
sensor). This clearly shows that the use of a UAV AGS can
have a significant AO performance benefit. Increasing UAV
altitude is beneficial, but even at 1 km, the improvement in
AO performance can be significant if position uncertainty is
small, compared to the use of LGSs alone. We see that at
high altitudes, when accelerometer error is low, performance
levels are significantly better than those without the UAV,
though remain slightly short of the LGS and NGS combined
case, dominated by focal anisoplanatism.

It is evident, as would be expected, that the uncertainty
in the UAV position estimate can have a significant impact
on performance. In the particular case that we model here,
if UAV position uncertainty is 1 mm, then the UAV must
be at an altitude greater than 1 km before AO performance
improvement is seen. If the position uncertainty is reduced
to 0.5 mm, the UAV can operate at a lower height (above
500 m) to achieve some performance benefit. It should be
noted that there is always a benefit in operating the UAV
at a greater altitude, regardless of the position uncertainty
level. We note that these results will be dependent on at-
mospheric parameters, and that a higher altitude is always
desirable.

Fig. 11 compares AO performance with two different
LGS asterism diameters, and it is evident that a single UAV
AGS is able to improve AO performance in both cases.

We note that the modelling presented here should not
be taken as an absolute performance reference, since this is
highly dependent on the atmospheric profile and turbulence
strength, which vary from night to night, and from obser-
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Figure 10. (a) AO system performance (H-band Strehl) as a
function of UAV height. The uncertainty in UAV position is given
in the legend. A comparison with no AO, LGS-only AO, and
full NGS+LGS AO is also shown. The LGS asterism diameter is
20 arcsec. The grey regions show the measurement uncertainty.
(b) As for (a), but showing residual wavefront error instead of
Strehl ratio.

vatory to observatory. Rather, these results should be taken
as showing that the concept is valid, and that a UAV AGS
can be used to improve LGS-only AO system performance.

3.2.3 Impact of outer scale

Within the literature, there is much debate about the range
of values for the atmospheric outer scale. In our modelling
we have selected 30 m as the default value. However, we also
investigate the AO performance as a function of outer scale
from 5–100 m, as shown in Fig. 12. Here, it can be seen
that for a UAV at 2 km, performance is always improved,
regardless of the outer scale.

3.2.4 Physical propagation models

The Monte-Carlo results presented within this paper use
Fourier propagation of the optical wavefront, i.e. converting
between far-field (pupil plane) to focal plane. However, we
also investigate the use of Fresnel propagation for the AGS
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Figure 11. AO system performance (H-band Strehl) as a func-
tion of UAV height, for a LGS asterism diameter of 20 and 60 arc-
sec, as given in the legend. Relative UAV position estimation is
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Figure 12. (a) A figure showing AO performance (H-band
Strehl) as a function of atmospheric outer scale, for a UAV at
2 km with 0.5 mm position uncertainty for the UAV. (b) As for
(a), but showing residual wavefront error instead of Strehl ratio.
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Figure 13. (a) AO system performance (H-band Strehl) as a
function of UAV height for different atmospheric outer scale val-
ues, using Fresnel propagation models. (b) As for (a), but showing
residual wavefront error instead of Strehl ratio.

source, since this source can be close to the perturbing lay-
ers. Fig. 13 shows that the difference between Fresnel and
Fourier propagation results is small. At the largest outer
scales, Fresnel propagation seems to be slightly pessimistic
compared with Fourier propagation, though the difference
is typically small (25 nm rms error). We have therefore used
Fourier propagation for the rest of this paper, due to reduced
computational complexity.

3.3 Future work

This UAV AGS concept is in its infancy, and therefore much
future work is required. Laboratory demonstration of RTK
and accelerometer position estimation are under investiga-
tion. UAV characterisation is also required, and we are not
assuming that the UAV is a ready-made platform, but rather
considering how the stability and aerodynamic aspects of the
UAV will affect performance. Investigation of UAV turbu-
lence is also being carried out. These investigations will be
followed by on-sky testing and verification of this concept,
in particular of the ability to provide an AGS reference.
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We have also not measured the performance gain
achievable with this UAV technique when applied to ELT-
scale telescopes. Here, due to the larger telescope diameter,
more precise position knowledge is likely to be required for
the same gain in Strehl ratio (though other performance
metrics such as ensquared energy may perform better): the
telescope diffraction limit scales inversely proportional to
telescope diameter.

4 CONCLUSIONS

We have presented a novel concept using UAVs to provide
an AGS signal for adaptive optics systems, allowing full sky
coverage to be achieved for AO corrected observations. For
astronomical AO, this concept uses a UAV system to provide
tip-tilt signals, with higher order correction being performed
using LGSs. This enables full sky coverage, as NGSs are no
longer required. For solar AO, this concept uses the UAV
AGS to provide a high order WFS signal for solar limb ob-
servations, where the solar structure itself cannot be used for
AO correction. We propose a system using RTK, accelerom-
eters and gyroscopes to provide an accurate instantaneous
UAV relative position estimate. Modelling for 8 m class tele-
scopes shows that the UAV should operate in excess of 1 km
(with higher altitudes being more favourable), and we note
that this is within the range of current UAV technology. We
find that Strehl ratio can be increased by a factor greater
than two compared to the case of LGS-only AO for the cases
studied here. As UAV altitude increases, AO performance
improves, and a UAV at 10 km is able to mitigate the vast
majority of wavefront tip-tilt, though performance does not
quite reach that achieved using a NGS.
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Garćıa-Lorenzo B., Fuensalida J. J., 2011b, MNRAS, 410,
934

Gurusinghe G., Nakatsuji T., Azuta Y., Ranjitkar P., Tana-
boriboon Y., 2002, Transportation Research Record: Jour-
nal of the Transportation Resear ch Board, 1802, 166

Hayashi M., Tameda Y., Tsunesada Y., Tomida T.,
Telescope Array Collaboration 2015, in Borisov A. S.,
Denisova V. G., Guseva Z. M., Kanevskaya E. A., Kogan
M. G., Morozov A. E., Puchkov V. S., Pyatovsky S. E.,
Shoziyoev G. P., Smirnova M. D., Vargasov A. V., Galkin
V. I., Nazarov S. I., Mukhamedshin R. A., eds, 34th In-

c© 0000 RAS, MNRAS 000, 000–000



Artificial guide stars using UAVs 13

ternational Cosmic Ray Conference (ICRC2015) Vol. 34
of International Cosmic Ray Conference, Calibration of a
fluorescence detector using a flying standard light source
for the Telescope Array observatory. p. 692

Jia P., Cai D., Wang D., Basden A., 2015, MNRAS, 450,
38

Jia P., Zhang S., 2013, Research in Astronomy and Astro-
physics, 13, 875

Kalman R. E., 1960, Boletin de la Sociedad Matematica
Mexicana, 5, 102

Law N. M., Mackay C. D., Baldwin J. E., 2006, A&A, 446,
739

Libove J. M., Illingworth B. R., Chacko S. J., 2008, Mi-
crowave Journal, 51, 86
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